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Braided to Protect...
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POLYESTER (PET) BRAIDED SLEEVE

FLEXVEY Polyester Braided Sleeve is unique braided construction and wide expandability allows quick and easy
installation. It is braided from Polyester monofilament yarns. The material has a wide operating temperature range and
abrasion resistance. Itis very light weight and highly flexible which provides versatile bundling and protection solution for

wire, cable and hose applications.

APPLICATION

The Polyester Braided sleeve is used in Electronics, Automation and Automotive industries. It has best use in industrial wire
harnessing applications where cost efficiency and durability are critical. It is also used in Defence, Railway, Marine and

Aviation sectors.
SPECIFICATION
Material : Polyester Monofilament Yarn (PET)
Operating Temperature : -50°C to +125°C
Melting Point : +250°C
Coverage : 8510 90%
Monofilament Dia. :0.25*0.2 mm
Colours : Black (Other Colours on request)
Size : As per Size Chart

NYLON (PA-66) BRAIDED SLEEVE

FLEXVEY Nylon Braided Sleeve is braided from Polyamide (PA66) monofilament yarns. Its though characteristics provides
excellent abrasion resistance. It is very light weight and highly flexible which provides versatile bundling and protection

solution for wire, cable and hose applications.

APPLICATION

The Nylon Braided Sleeve is used in Automotive, Defence and Aerospace industries where excess abrasion resistance
require. It has best use in industrial wire harnessing applications where cost efficiency and durability are critical.

SPECIFICATION

Material

Operating Temperature
Melting Point
Coverage
Monofilament Dia.
Colours

Size

: Polyamide (PA-66) Monofilament Yarn
:-50°C to +125°C

: +250°C

: 8510 90%

:0.25+0.2 mm

: Black

: As per Size Chart
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FLAME RETARDANT BRAIDED SLEEVE

FLEXVEY Flame Retardant Braided Sleeve is the perfect choice for electronic and hightech applications where flame
retardance and durability are primary concerns. Itis very efficient and easy to install for long run of wire, cable and hose. It
is braided from Flame Retardant monofilament yarns. It is very light weight and highly flexible which provides versatile
bundling and protection solution for wire, cable and hose applications.

FR-PET BRAIDED SLEEVE FR-NYLON BRAIDED SLEEVE

SPECIFICATION SPECIFICATION
Material : Polyester - PET (FR Grade) Material : Nylon - PAG6 (FR Grade)
Flamability  : UL94-V0 Flamability  : UL94-V0
Op.Temp. :-50°Cto +125°C Op. Temp.  :-50°Cto +125°C
Melting Point : +250°C Melting Point : +250°C
Colours : Black Colours : Black
Size : As per Size Chart Size : As per Size Chart

APPLICATION

The Flame Retardant Braided sleeve is used in Electronics, Automation and Automotive industries where flame
retardance and durability are main concern. It is also used in Defence, Railway, Marine and Aviation sectors.

SIZE CHART

Expansion Range Standard
(ID mm) Reel

Nominal in. (Meter)
3 mm 1.5 4 200/100
4 mm 2 6 200/100
6 mm 4 9 200/100
8 mm 6 12 200/100
10 mm 8 14 100
12 mm 10 16 100
16 mm 12 24 100
20 mm 15 28 100
25 mm 20 30 100
30 mm 25 40 100
35 mm 30 50 100
R‘ﬂH S c € 40 mm 35 55 50
COMPLAINT \__ 50 mm 45 70 50 )

Our customise cutting service saves your time and money by providing ready to use /
cut-length sleeve for your production line. Our skilled person and accurate
Automated cutting tools can cut any sleeve to any length precisely. Cutting pieces
will be wrapped in counted bundles, packed and labelled to make your production
faster and hassle free.
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SELF CLOSING WRAP

Self-closing wrap is a non-expandable sleeving woven from filament (weft) and
multifilament (wrap) polyester yarns. It is lightweight, cost-effective and highly abrasion
resistance, the split open design allows easy install on the cable harness which has been
assembled.

~

APPLICATION
Most commonly be used on wire harnesses, cable assemblies, flat ribbon cables, tubes
£ and hoses, to provide a tough, durable protection to automotive, telecom, automatic
/ equipment, railways and panel boards.

Nylon Textile Sleeve consists of nylon multifilament. This kind of tublar sleeves are uniquely
designed and ideal for protecting people, environment and machinery against any possible
hydraulic hose oil leakage or spill. The tight woven construction can provide excellent
abrasion resistance and high degree of burst resistance.

APPLICATION
It is widely used for protecting hydraulic pipes, rubber hose, plastic pipe, wire harness
from damage, this kind of sleeve can also be used in industrial and construction fields
where outstanding hose protection are needed.

HEAT SHRINKABLE SLEEVE

Heat Shrinkable Sleeve tubing is a shrinkable tube used to insulate wires, providing abrasion
resistance and environmental protecting for stranded & solid wire conductors, connections,
joints and terminals in electrical work.
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